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§254.27

(v) Travel to the deployment site (in-
cluding any time required for travel
from an equipment storage area); and

(vi) Equipment deployment.

(e) In preparing the discussion re-
quired by paragraph (d) of this section,
you must:

(1) Ensure that the response equip-
ment, materials, support vessels, and
strategies listed are suitable, within
the limits of current technology, for
the range of environmental conditions
anticipated at your facility; and

(2) Use standardized, defined terms to
describe the range of environmental
conditions anticipated and the capa-
bilities of response equipment. Exam-
ples of acceptable terms include those
defined in American Society for Test-
ing of Materials (ASTM) publication
F625-94, Standard Practice for Describing
Environmental Conditions Relevant to
Spill Control Systems for Use on Water,
and ASTM F818-93, Standard Definitions
Relating to Spill Response Barriers.

§254.27 What information must I in-
clude in the “Dispersant use plan”
appendix?

Your dispersant use plan must be
consistent with the National Contin-
gency Plan Product Schedule and other
provisions of the National Contingency
Plan and the appropriate Area Contin-
gency Plan(s). The plan must include:

(a) An inventory and a location of
the dispersants and other chemical or
biological products which you might
use on the oils handled, stored, or
transported at the facility;

(b) A summary of toxicity data for
these products;

(c) A description and a location of
any application equipment required as
well as an estimate of the time to com-
mence application after approval is ob-
tained;

(d) A discussion of the application
procedures;

(e) A discussion of the conditions
under which product use may be re-
quested; and

(f) An outline of the procedures you
must follow in obtaining approval for
product use.
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§254.28 What information must I in-
clude in the “In situ burning plan”
appendix?

Your in situ burning plan must be
consistent with any guidelines author-
ized by the National Contingency Plan
and the appropriate Area Contingency
Plan(s). Your in situ burning plan must
include:

(a) A description of the in situ burn
equipment including its availability,
location, and owner;

(b) A discussion of your in situ burn-
ing procedures, including provisions for
ignition of an oil spill;

(c) A discussion of environmental ef-
fects of an in situ burn;

(d) Your guidelines for well control
and safety of personnel and property;

(e) A discussion of the circumstances
in which in situ burning may be appro-
priate;

(f) Your guidelines for making the
decision to ignite; and

(g) An outline of the procedures you
must follow to obtain approval for an
in situ burn.

§254.29 What information must I in-
clude in the “Training and drills”
appendix?

Your ‘“Training and drills”’ appendix
must:

(a) Identify and include the dates of
the training provided to members of
the spill-response management team
and the qualified individual. The types
of training given to the members of the
spill-response operating team also
must be described. The training re-
quirements for your spill management
team and your spill-response operating
team are specified in §254.41. You must
designate a location where you keep
course completion certificates or at-
tendance records for this training.

(b) Describe in detail your plans for
satisfying the exercise requirements of
§254.42. You must designate a location
where you keep the records of these ex-
ercises.

§254.30 When must I revise my re-
sponse plan?

(a) You must review your response
plan at least every 2 years and submit
all resulting modifications to the Re-
gional Supervisor. If this review does
not result in modifications, you must
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